I Specification Comparison of MP3000 Series
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MNumber of slots 258
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Rack expansion [ ] [ L]
5 @ (Up to 5 modules, including the
Multi-CPU configuration L ] main GPU module) *

. B Ethernet x 2 ports (buitt-in HUB .
Communication /F function): 100 Mbps Ethernet ¥ 1 port: 100 Mbps
USB I'F Provicled ffor storage device)

MECHATROLINK-TI Provided MECHATROLINK-l | MECHATROLINKALN MECHATROLINKAI Provided
MECHATROLINK LF Minimum communication cycle: Provided Prowided Minimum communication cycle:
126us Minimum eyels: 250 4s |Minimum cyclet 125 grs| CPU-301: 2500 s, CPU-302: 125 u s

SVC 16 anes 32 aves 32 aves 16 axes 32 avies
hhrnenof| | regrs 16 axes 32 axes 32 axes 16 axes 32 axes
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P e 256 axes (when optional modules are used, or when racks are expanded)

Data tracing 256 K words 1 M words 1 M words 256 K words 1 M words
P"ag';{“ Table data 1 M bytes 3 M bytes 3 M bytes 1 M bytes 3 M bytes
capad; M registers 1 M words

User memory 15Mbytes | 31 Mbytes | 31 M bytes | 15Mbytes | 31Mbytes
Optional modules Can use optional modules for MP3000 and MP2000 series
MotomanSync-MP Ethernet/MP3000 bus connection | EthernetMP3000 bus connection | Ethernet connection

Number of High-speed scan DWGs: max. 1000, Low-speed scan DWGs: max. 2000,
ladder programs User function DWGs: max. 2000, Motion programs: max. 512
Basic Reqgister types SMGVOC/DH
functions | Data types BAN/L/QYF/D/A
Index registers Subscripts | /J, and array registers
Register capacity M registers: 1 M words, G registers: 2 M words
Mation Slave functions ®
control Slave CPU °
functions | synchronization
Communicetion &Epr?lzt:‘c - @ (Maximum number of automatic reception connections: 10)
functions File transfer
reception - @ (FTP server/client)
Number of groups 1, 2, 4 (selectable)
Data
256 K words/ 1 M words/ 256 K words/ 1 M words/
;L?cclggns Trace memory 4 groups 4 groups 1 M words/4 groups A groups Pyl
Traceable data points 16 points/group
Number of groups: 4
Data logging functions Nurmber of log files: Built-in RAM disk (max. 8 MB), or USB memory device (4 GB*)
Data logging points: 64 points
USB memory functions Backup/restore of project files, data lbogging, import/export of register data
Linkage
functions for S5 . e e
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#2 When using recommended USE memory device



